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Remove chest clip. 
DO NOT DISCARD the 

chest clip.
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Unbuckle harness by 
tilting top of buckle 

down, press top of red  
button, and pull 

tongues out of buckle.
Remove and discard 

tongues.

Slide NEW buckle onto  
harness straps. MAKE  
sure not to twist straps.

Re-attach chest clip.  
MAKE sure not to  

twist straps.

Re-insert straps 
through slots  

in seat pad and seat 
back.

    Turn page over to 
 

     the assembly 
     Steps 11 to 20  
     for the buckle  
     replacement.

Route harness 
straps OVER 
metal bar and 
re-insert straps 

back onto  
splitter plate. 
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2 Remove harness 
strap loops from 

splitter plate.

Pull harness straps 
through seat back 

and seat pad.
To loosen straps, lift lever 
and pull harness straps.
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You will receive ONE of 
these Graco approved  
replacement buckles.  
Follow instructions for 

proper installation.
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Remove elastic loops 
from back of seat as 

shown.

Push button and 
remove tongues from  

the NEW buckle.

Insert metal retainer 
from NEW buckle into 
crotch slot in the seat 

bottom as shown.

Re-insert buckle 
through slot in seat pad 
and pull up on buckle  

to be sure it is  
secured in the slot.

Push seat pad back into 
seating area until the elastic 

straps come out the back 
then re-attach to hooks as 

shown.

Insert NEW tongues 
into buckle.
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Pull seat pad forward and 
remove buckle from pad.
From bottom of seat push 

metal retainer up and  
discard buckle.
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Remove elastic loops 
from sides of seat as 

shown.

 

CLICK!
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Re-attach elastic loops 
on sides of seat as 

shown.

FINAL CHECK :
• Tug on the buckle to be sure 
   it is properly secured in the 
   bottom of the seat and does 
   not come out.
• MAKE SURE the harness 
   straps are not twisted.
 • Make sure the chest clip is 
   properly threaded as shown  
   in Step 8.
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UNDERSIDE OF SEAT

 

UNDERSIDE OF SEAT
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Argos ® Guía de reemplazo de la hebilla 
Para sacar las lengüetas existentes y la hebilla del arnés e instalar una hebilla de repuesto
Usted recibirá UNA de estas hebillas de reemplazo aprobadas por Graco. Siga las instrucciones para una instalación 
adecuada. 

4. Saque la presilla para el pecho. NO DESECHE la presilla para el pecho.
 

lengüetas para la hebilla.
6. Saque y deseche las lengüetas.

9. Re-insert straps through slots in seat pad and seat back.  See carseat owner’s manual for proper height setting for your 
child.

SOBRE la barra de metal y vuelva a insertar las correas en la placa divisoria.

11. Saque los nudos de elástico de los costados del asiento como se indica.
12. Saque los nudos de elástico de atrás del asiento como se indica.

-
ces vuelva a conectar los ganchos como se indica.
18. Vuelva a conectar los nudos de elástico de los costados del asiento como se indica.
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Argos ® Guide de remplacement de la boucle
Comment retirer la boucle et les languettes existantes et installer la boucle de rechange

 

1. Pour desserrer les courroies, soulever le levier et tirer sur les courroies du harnais.

3. Tirer les courroies du harnais à travers le dossier et le coussin du siège.

les languettes de la boucle.

pour choisir la hauteur qui convient à votre enfant.
10. Diriger les courroies du harnais PAR-DESSUS  

 • S’ASSURER que les courroies de harnais ne sont pas tordues. 


